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INTRODUCTION
Additions Guidebook

The London Townshi@Building Department has prepared this Guidebook to assist you in the process of
building an addition within our City. We recogniftg your project to be a success, all parties involved
need to work tgether towards the final goal; a safe, walilt addition. We take great pride in being part

of your success story and encourage you to keep all lines of communication open from the start to the
finish.

Included in this Guidebook is important infornmatito help you understand the Building Permit and
construction process, from application to completion. We have included details for areas that have
generated confusion or construction delays in the past.

When your Building Permit application ssibmitted, it will go through a threstep review process:

1. Grading Review: This review covers work related to the property, including drainage, sidewalks,
driveways, utility locations and connections. We also check for wetlands, steep slopes, waggrcourse
flood plains and other outside agency permits that may be required.

2. Zoning Ordinance Review:This review is performed to verify that your addition will meet the lot
coverage, setback, height and size requirements for your Zoning District.

3. Building Plan Review: This review covers all the State of Michigan Construction Code requirements
that apply to your proposed project.

Submitting acompleteset of plot plans and construction drawings containing all the necessary information
will expedite the plan review process. Details of typical submittal requirements are included in this
Guidebook. The permit applicant will be notified if the informatsmbmitted does not meéetLondon
TownshipZoning Ordinance, grade or Building Code requirements.

This Guidebook is set up to allow you to quickly reference specific areas of interest.
Please Note: This Guidebook is only intended to be a guide andnist all inclusive of the Building

Code and City Ordinances. For complete details of albuilding requirements, consult the2015
Michigan Residential Code. The guidelines in this guidebook are subject to change without notice.
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HOW TO USE THIS GUIDEBOOK

This guidebook is set up to allow you to quickly reference specific areas of interest. The titles of the
information provided in each section are listed below along with an explamdtighat is contained on
that sheet with a page number for quick reference.

BefOre YOU BUII ...ttt ettt e e e e e s e bttt s e et e e o2 e nn e Page 1
Issues that should be checked at the beginning of your project.

Codes CUurrently iN EfFECT ... memenm e e Page2
A list of the current codes that will apply to your project.

From Application t0 COMPIELION .......cooiii e e e e e e e e e e e e e e e e ae e e e e e aaaaaans Pages3-4
This is intended to be your general guide through the complete progassidies information on the application
requirements, permitandinspections.

Plan REVIEW CRECKIIS .........coviiiiiiiiiiiiiieieieeeees e e Pages$-6

A guide to help you understand the information trestds tdoe contained in the construction drawings. Please take

the time to make sure your drawings are complete. Construction drawings that contain all the necessary information
and details wilhelpexpedite the review process.

INSPECHION REQUEST ...ttt e e ettt e e ettt e e e eeeeem bbb e e e e e 244 e s s et e e 222 e e e e e Page7

Contains details required for requesting an inspection, making sure your job is ready for inspect®on, time
inspections are done and what the inspectportsmean.

21U 1T [T Yo I =T o =T od (o) o [OOSR Pages3-11
Explanation of the standard bdithg inspections required and some of the common items the Inspector checks for
during the inspection. This should be used as a guide by builders, superintendents and homeowners to review the
project before calling for an inspection.

STz 10 0] 0] (I B = T o PP Pages 2-16
Sample foundation and floor plans, wall section and elevations.

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Setback Requirement® ¢ € ¢ é e éeééeéééeéeéeéeéeéeceéeeéeeee. .. . 17....P

Plot Plan Requirementse ¢ € é ¢ e é e ééecééecéeééecéécéeééeééceé. .. Pages
A list of the items required to be shown on the plohplBlease take time to make sure your drawings are complete.
Plot plans that contaiall the necessary information and details Wélpexpedite the review process.

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

A sample plot plan ienclosed.
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BEFORE YOU BUILD
Additions

The following items should be checked at the beginning of your project. Any of these items can affect the type,
location, cost and length of time it takes to build y&ddition.

Existing Foundation - When an addition is constructed, the existing foundation system needs to be capable of
supporting the additional loads. If your house does not have an adequate foundation system, additional work
may be required to ensure the existing house and newceddie properly supported. An addition cannot be
constructed on an existing wood deck unless the deck is designed to support the additioriaipicatly
additional engineering is required).

Setbacksi The London TownshiZoning Ordinance contains nimmum dimensions required between your
addition and the property lines. Your addition cannot be Idcelteser than 10 feet to any accessory structure
without having to meet additional requirements. An addition attached to any portion of the house having a
nonconforming front, side or rear yard setback will be required to meet the current standards of the Ordinance.

Drainagei Will the existing yard drainage be affectedtbg location of the new structir@ll changs to

the existing drainage needhie siown on the plot plans. If large grade changes and/or slopes are proposed,
retaining walls or special grading may be requiredSee APl ot B lpawel8 Rgog haver e me nt ¢
any questions, please call thendon TownshiBuilding Department af34-439-1984 option 2

Flood Plainsi Flood plains are usually associated with lakes, streams, rivers, and drainage courses. They

are areas designated to flood during times of rain. Building in these areas is strictly regulated. If your
Additionistobebui I't i n a floodpl ai n, i tesignanyd-loodplgiulise e a St
Permit prio to Building Permit approval.

Wetlands i These areas have been determined to be indispensable and are to be protected as a natural
resource. If youAdditionwill be close to or in regulated wetlands, additional paperwork, including permits,

may be required from the City or State of Michigan pt@oBuilding Permit approval. Pleasentact the

London Townshi@Building Department at34-4391984 option Zor more information.

These are some of the common items that may cause delays in the permit process. If your project is beyond
the scope of this Guidebook, additional requirements may be necessary. Pleasd.catiohneTownship
Building Department at34-439-1984 option 2f you have questions.

Note: This Guidebook is only intended to be a guide and is not all inclusive of tf#15 Michigan

Residential Code. For compkte details of all requirements, please refer tahe 2015 Michigan
Residential Code The information in this Guidebook is subject b change without notice

Guidebooks/Additions Effective April 2020 1



CODES CURRENTLY IN EFFECT

Additions
London Township
April 2020
Building: 2015 Michigan Residential Code
Plumbing: 2015 Michigan Residential Code
Mechanical: 2015 Michigan Residential Code
Electrical: 2015Michigan Residential Code
Energy Code 2015 Michigan Residential Code

Codes can be purchased by going to the Michigan Department of Labor & Economic Growth, Bureau of
Construction Codes & Fire Safety, Lansing, Ml 48909, or their websitgtat/michigan.gov/bcc
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FROM APPLICATION TO COMPLETION
Additions

1. Information Required On the Building Permit Application
A. Building Permit Application
1 Forms are available online lattp://londontwp.orgr at the Building Department counter.
Building PermitApplications shall be filled out completely.
B. Plot Plani Three Copies
T See ASampliepagelldot Pl ano
9 Please show your existing house and location of the propasdtioA.
1 Please indicate the sipéthe Addition, setbacks and the distances to all property lines and
easements.
C. Construction Drawingsi Two Sets
T See ASampl e Dra6nvi ngs o, pages 1
9 Plans that contain all the necessary information and details will help expedite the plan
reviewprocess. Plans shall match Plot Plans.
D. Roof/Truss Layouti Two Sets
1 May be required depending on the type of roof structure.
E. Energy Compliance
1 Clearly indicate insulation Ralues, and U valves of all doors and windows being
installed Also note any additionaknergy upgrades being done to the existing home
F. Ownersmay submit a Building Permit application for work on property that is or will be, upon
completion, their place of residence. Owners of rental property may submit a Building Permit
apdication to do maintenance and alterations to the rental property.
Please NoteAny Contractor, hired by an Owner for a contract price of $600.00 or more, shall
be licensed in accordance with the State of Michigan Residential Builders Laws

2. Registration of Builderds License
9 A Builder shall beregistered withthe London Towrship Building Departmertb be able to
submit a Building Permit application.
9 Builders not currently registered can register at the time of application by providing the
following:
o Theorgi nal or a copy of the Buildero6s | icen
0 Contractor Registration Form
A The form shall have an original signature by the License Holder
A The form shall be notarized (if not presented by License Holder)
A Contractor Registration Form is available at our cauatenline athttp://londontwp.org
Note: All information noted above shall be submitted with the applicable Building Permit
Application.

= =

3. Plans Reviewed and Approved
9 All Building Permit Applications forAdditionswill be processed within a reasonable amount
of time.
Permit Requirements
0 Construction drawings and Plot Plans will be reviewed for compliance tivgh
TownshipOrdinances and tH&015Michigan Residential Code
o Plans are reviewed in the order they are received, based on the application date. Plan
review time varies dependingontheBdi ng Depart ment ds wor kIl o
o Plans that contain all the necessary information and details will help expedite the Plan
Review process.
o The Permit Applicant will be naotified if the plans do not meet Zoning Ordinance, grade,
or Building Code requirements, ibrany additional information is required.
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4. Permit Ready

1 When the permit has been processed, the Permit Applicant will be contacted to let them know the
Building Permit is ready to be picked up.
Note:
o All Permit fees are due at the timeRérmit issuance.
o0 Permit fees may be paid by cashcheck.
o Permits that have no activity for more than 6 months may be canceled.
0 Once the Building Permit is issued, Electrical, Mechanical and Plumbing permits can then be

obtained ésapplicable).

5. Plumbing, Mechanical andElectrical Permits may berequireddepending on the nature of the project.
These permits can be obtained after the Building Permit has been issued.
1 Allitems to be installed shall be listed on dqgpropriatdPermitforms
91 Items not listed shall be added to the appropriate Permits dioaddiPermits secured before the Final
Inspection.

When all the required Permits are obtained, construction may begin. Revisions to the building or grade after
issuance of the Building Permit may require resubmittal or revised plans and approvals.
1 Thefollowing items shall be addressed and maintained throughout the entire construction process:
0 The street address shall be posted and clearly visible from the street.
o0 Temporary soil erosion control shall be in place and maintained.
0 The streeshall always b kept clean
o All construction materials and debris contained on your property.

Not e: See Al nspecr/tainan ABadquas tndg p &iddoredethils onnregoestipga g e s
inspections and what the Inspector looks for.

This itemized list is provided as a guide to help you understand the process for building an adHdiwaom
Township If your addition is beyond the scope of this Guidebook,tahdil information, Inspections or Permits
may be required. Please call ttendon TownshiBuilding Department at34-439-1984 option 2f you have any
guestions
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PLAN REVIEW CHECKLIST
Additions

This list is being provided to help you understanditiiermation that is requiredn your construction drawings.
Please give this information to the person preparing your fdarniseir use

Addition construction documentssubmitted for plan review shall contain the following information:

1. Two sets of construction drawings meeting the following requirements:

9 Drawntoscaleinadraftsm&ni ke manner . Scal e not |l ess than 1.
9 Drawings shall be clear and readable.
9 Drawing sets shall consistokai ngl e sheet size no |l arger than 24

If the proposed addition is over 3,500 square feet, the construction plans shall have the original signature, seal
and date of a State of Michigan licensed Architect or Engineer. Please Note: All otherctiomspians do

not have to be signed and sealed by a liceAselitector Engineey but shall be clear and contain all required
information.

Premanufactured structures such as glass sunroofs or patio enclosures shall be designed by a State of Michigar
licensed Architect or Engineer. Plans submitted for these types of structures shall contain details for all design
loads, connections and foundations as they pertatre&pecific project.

2. Two sets of preengineered truss schatits(if applicable to the roof design)

3. Plot plans that match your construction drawings.

4. Plans that clearly indicate the location of both the existing and proposed construction.

5. FoundationPlant hat contains the followi ngni il a)mapiage: 1(
 Basement
o Footing and column pad simdicated with all layout dimensions. Details of existing foundations
indicated.
0 Sizes and spacing of beams and columns. Details of the existing beams and columns when a
proposed addition isupported by existing construction.

o First floor joist direction, size, spacing and span. Details of existing floor joists when a proposed
addition is supported by existing construction.

0 Size of support for all bearing walls and point loads above.

o Framingdetails at stair and fireplace openings.

o0 Basement floor thickness, vapor barrier and typeioth base being used.

o Basement wall type and thickneasd reinforcing steel sizes & spacing (if applicable

0 Location and sizes of all Egress windows and wimdeells or doors to the exterior from the

basement.
1 Crawl Space:
o Reference the first four items for basement.

o Foundation types antthicknesses angkinforcing steel sizes & spacing (if applicable).
0 Clearance between ground amzhtreatedloor joists h a | | be 180 mini mum.
0 Clearance betweaground andhontreatedvo od beams shal |l be 120 min

Test holes may be required to verify the depth of the existing foundation before a Building Permit will be
issued. This will be determined at thBuilding Plan Review stage
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6.

9.

15tand 2" Floor Plans (if applicable) with the following informatiorSe e i Sa mp | epadell or P

1 Full dimensions and use of all rooms, proposed and existing.

1 Ceiling heights of all rooms.

9 FHoor joistdirection, size, spacing and span. Details of existing floor joists when a proposed addition is
supported by existing construction.

designed to suppball loads.

Sizes of all doors and windows.

The locations, sizes and supports for any openings between the existing building and proposed addition.
Operable emergency egress windows or doors in all sleeping rooms.

Details of separation requirdetween an attached garage and the house.

Location of all smoke alarms

Indicate the locations of all Carbon Monoxide alarms.

E N =

Roof Framing Plan indicating the location, direction, size, spacing and span of all roof and ceiling framing
membergfor conventonal framing) including the thickness of the roof sheathirigdicate trusses if roof
trusses are being useddicate support for all bearing walls and concentrated loads from ends of hip and valley
rafters, ceiling joist, rafters, trusses and girdesges. Also indicate roof pitch for all portions of the roof, felt
paper (underlayment), and ice and water shield.

Building or Wall Section with the following information depending on the complexity of your project, more
sections or details may be requi t4ed. Pl ease see
Footing and basemewall sizes, types and heights, including any reinforcing steel required.

Basement wall waterproofingchpproofing and drain tile.

1st and 2nd Floor ceiling heights.

Location of finish grade.

= = =4 -4 =9

Wall Construction Details:

o Interior finishes, types & thicknesses.
Insulation types and thicknesses.
Sizes and spacing of wall studs.

Type and thickness of exterisheathing.
Anchor bolt sizes and spacing.

Type and thickness of subfloor.
Weathefresistant membrane behind ic
Lintels and flashings.

Brick wall ties and flashing.

Weep hole83 inches on center.

O O0OO0O0OO0OO0O0OO0O0o

Stair Details with all tread, riser, guardrail and handrails, dimensioned.

10. Michigan Uniform Energy Code Compliancei Provide completed Energy Code Worksheets and supply

associated method of compliance information.

Please note: This is not an alinclusive list. Depending on the type and complexity of your project, more details
or engineering by a State of Michigan licensed Architect or Engineer may be required.
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INSPECTION REQUESTS
Additions

Contact the Building Departmentto schedule the inspection.
1 At this time, you will be required tprovide the following information:
0 The Street Address of the job site.
0 The Permit Number.
0 The type of Inspection you are requesting.

Inspections will be done Monday through Friday. Inspections may be available outside the normal business
hours by special arrangement.

A request to cancel an Inspection needs to be called in to the Building Department at 78391984
option 2 on Monday @ Friday mornings between 8:00am and noon or alondonbldg@comcast.net

Please make sure your project is ready for your inspection. If your project is not ready for an
inspection, the inspection will not becompletedand a $0.00 re-inspection fee may be charged. The
following items shall be completed or in place at the time of the inspection:
0 Safe access to the job site and throughout the area to be inspected.
Approved plans and truss drawings on site.
The job ready for inspection.
Thestreet address and lot number posted and visible from the street.
Temporary soil erosion control properly installed (if applicable).
The street kept clean.
All construction materials and debris contained on the projepepiio

O O0OO0OO0OO0Oo

Inspectionresults will be left on site after each inspection has been completed.
GreenTagi Your Inspection has been approved.
| ns pect orid¥ourfsppctian has not been approved. The Report will contain a list of items
that need to beddressed before calling for ainspection. A $55.00 re
inspection fee will be charged for any items not corrected at the time of the
second inspection. Inspections shall be approved before proceeding with the
next phase of your construction project.

It is your responsibility as the permit holder to check the job site for the inspection results. Please read
the information on all Inspection Reports. If you have any questions regarding this information, call the
City of Milan Building Department at 734391984 option 2
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BUILDING INSPECTIONS
Additions

This list is intended to help you understand standard Inspections and some of the common items the Inspector looks
for during an Inspection.This is not intended to be an alinclusive list. The type and complexity of your
project will determine what Inspections are required.

A safe access shall be provided to the inspection site and through all areas to be inspected.

Open Rail - After the rails are formed for spread footingsmnmon inspections include
1 Footing sizes.
9 Footings match the approved pldarmp.
1 Footings are down to solid undisturbed virgin soil.
1 Special footings that may require additional inspections prior to pouring:
o Walk-out basement footings.
o Bad ground conditions.
o Engineered foundation systems.

Footingsi Common inspectionisiclude
9 Footings shall rest on solid undisturbed soil.
1 Footings shall be 42 inches below gradeinimum.
1 Any forming required to provide protection of footing due to ground conditions.
1 Footings installed in accordance with the approved plans.

Backfill - Before the backfill has been installed, after the drain tile has been installed, and stone and waterproofing
or dampproofing have been complete@ommoninspectionsnclude

1 6 inches of required stone cover on the drain tile.

1 Propely installedfoundation anchors and wall bracing anchors.

1 Dampproofing applied from footing to above proposed grade.

1 Insulation Installedn exterior

Underground Plumbing 1 After all underground plumbing is installedommon inspections include
1 Types and sizes oflgliping.
91 Slopes of pipé& 1/8-inch per foot minimum.
9 Traps installed at all floor drains.

Rough Plumbingi After bathtubs, showers and all concealed piping in walls, floors and attibeda installed
and fire stopped with proper materi@@ommon inspections include

1 Types and sizes of piping.

1 All water, sanitary and vent piping.

9 Fire stopping of all tubs, showers and piping e requirements.

1 Pressure testing for concealed pipirgending on job conditions.

Rough Mechanicali After all concealed gas piping, duct work, return air, chimneys and electrical wiring have
been installed and fire stopped with proper material. Common inspections include:

1 All concealed gas piping has beamessure tested.

9 All ductwork has been sealed.

9 Bath fan ducts are installed and terminated to the outside.

1 Complete framing and firstopping on all chimneys, chimney chases, return air and piping has been don
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Rough Electrical i After all wires, boxes and recessed fixtures have been installed with grounds and neutrals tied
together and wire holes are fiséopped as required by Codéommon inspections include

1 Wires shall extend a minimum of 6 inches from boxes.

91 All wires shall besecured as required by Code.

I Smoke detectors wired and interconnected withv@ire cable.

1 Wire holes firestopped where required by Code with proper material.

Rough Fireplace
1 Masonry Fireplacei A damper inspection is required after the damper has bstlled and the smoke
chamber is in place with the first flue s€€ommon inspections include
o0 Concealed gas pipintas been pressure tespatbr to covering.
0 Size and location of exterior air intake.
0 A minimum 2-inch clearance from combustibles from floor through roof.
0 Size and construction of hearth extension.

1 Prefabricated Fireplace i After the fireplace, chimney, and hearth extension protection have been
installed as required by manufactur€ilommon inspections include
o The fireplace has been installed per manuf ac:
o Clearances between chimney and combustiblemabfeer manufacturer.
o0 Concealed gas piping has been pressure tpstatto covering.
0 Proper hearth extensions and protection per manufacturer.

Rough Building 1 After Rough Plumbing, Mechanical, Electrical dficeplace Inspections have been conducted
and approved. Approved plans and truss drawings shall be on site for all inspe€toms.on inspections include

9 Floors
o If any floor trusses have been damaged or modified.
o Joist hangers are installed where required and have been properly nailed.
o If floor joists have been improperly notched or bored.
o0 Stairway width of 3@nch minimum when all walls are finished.
o Stair risers are equal in height with a maxi !
o Stair treads are equal in depth with a minim
o Proper headroom atairi 6 6 8 0 mi ni mum.
o A minimum 160 x 240 access to the crawl spac
240 if through a floor.
1 Walls

o0 All beams/girders have been properly supported.

Notching in any studs has been done properly.

Boring inany studs has been done properly.

All holes through plates (for wiring, plumbing, HVAC) have been properly fire blocked.

The chimney chase (if applicable) has been properly fire blocked.

All bathtubs/shower pans have been completely fire bloakedair saled (if applicable)

Window installation, includingequired safety glaswith readable labelingbedroom egress

window sizesbasement egress windowall protection.

o Exterior house wrap has Dbeen properltonsi nst a
including overlaps.
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1 Roof Framing
0 Trusses have not been altered or damaged.

0 Properly sized truss hangers have been installed at girder truss connections.
o Rafter sizes are proper for their span.
o Collar ties have beenstalled.
o Roof/ceiling framing members have been properly notched or boring, if necessary.
o Bath fan vents have been connected to vent directly to the exterior.
o0 Roof ventilation has been provided.
1 Eneragy
1 Insulation has been correctly installed per appigdans and energy calculations.
9 Blown in attic insulation will be checked at Final Building Inspection.
1 Insulation baffles have been installed for proper ventilation.
1 Insulation has been installed behind bathtubs with an air barrier. This is checkedRatutyh
Frame Inspection.
1 Paper backing on insulation is in substantial contact with wall, ceiling or floor covering.
1 Doors and windows have been installed with U values as listed on your approved plans. U Values

shall be labeled on all doors and windows.

1 Basement Stoné After Underground Plumbing approval has been obtained and the floor is ready to pour.

Common inspections include:
1 A 4-inch stone base and a 6 mil vapor batgsbeen installed.
1 The existing foundation and basement wall will be chddke cracks.

Garage Sandi After all forms are set, the base has been compacted and all required reinforcement has been
installed. Common inspections include:

1 A 4-inch stone or sand base has been installed. A¥apdr barrier has been installed on attached garages.
1 All forms have been installed and the finish floor height has been indicated.
1 Any untreated wood has been protected.

9 The floor is sloping towards the overhead door.

Sump Linei After the sump line haseen installed and connected to the storm system.
1 The type and slope of piping will be checked.
1 The connection to the existing storm system will be checked.

Drive Approach i Prior to concrete installation. Common inspections include:
1 A 4-inch sand baseds been installed and forms have been properly placed.
1 The width and location is according to the approved plot plan.
9 The concrete will be a minimumifich thick (including sidewalk at drive).

Final Plumbing i After all fixtures have been installed ané @roperly operational. Common inspections include:
1 Hot water is being provided to all fixtures.
1 Allitems installed are listed on the Plumbing Permit.

Final Mechanical i After gas piping, the furnace, all duct work and return airs have been instadledeafully
operational. Common inspections include:

9 All ductwork has been sealed.

91 All dampers have been installed for all intake and exhaust openings
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Final Electrical i After all electrical equipment, switches, plugs, covers and fixtures have been installed and are
fully operational. Common inspections include:

9 The electrical panel has been labeled, indicating all circuits.

1 Smoke alarms and carbon monoxide detectave lbeen installed and are operational.

Final Fireplace
1 Masonry Fireplaces
0 The fireplace and hearth shall be completed.
o Clearances between fireplace openings and combustible materials have been maintained.

9 Prefabricated Fireplaces
0 Inspected after fireptae surrounds and hearth extensions are installed as required per manufacturer.
o Cl earances between fireplace surrounds and the

Final Masonry i Common inspections include:
1 Lintel installation, weep holeand flashings.
1 All windows, flashing, and weep holes below the brick sill.

Final Building and Grade i After Final Plumbing, Mechanical, Electrical and prefabricated fireplace inspections
have been performed. Common inspections include:

1 Smoke alarms ariaterconnected, working, and properly located.

9 Carbon Monoxide alarms have been properly installed.

9 Proper and equal height, risers and tread width on stairs, taking into consideration the finish floor height.

9 Exterior painting and caulking have been cosigdi.

1 Proper drainage away from the building has been provided.

1 The fire separation between the house and the garage has been completed (if applicable).

9 All handrails are graspable and returned to a wall or post.

1 There is a properly installed address.

A minimum 6 inches is maintained between grade and any untreated wood.

1 Guardrails have been installed at raised floor surfaces and open sided stairs located more than 30 inches
above floor or grade below at anyopgnsident within 2

1 Doors are secure leading to future deck or stair areas that are not yet built.

1 Weep holes are properly located and not covered by landscaping.

Permanent Erosion Control (inspected as part of the Final Grade Inspection) shall be installed as refaired
SESC permit was issued by Morer@ounty. Common inspections include:

9 Sod or grass seed at le@8% germinated are installed in the areas noted below:

1 Inand along all ditches.

9 All other areas proneterosion as determined by the Inspector.

Iltems To Be Installed Per Approved Plot Plarn(Inspected as part of the Final Grade Inspection)
Ditches.

Culverts.

Drive Apron and associated material.

All required lot grading.

Lot and the adjacent lots dree of debris

= =4 =8 =8 =9

Steep Slope Reguirements Steep slope requirements and reconstruction shall be completed and inspected prior
to final Building Permit approval.
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NOTE: SMOKE DETECTORS MUST BE INSTALLED IN THE EXISTING HOUSE. THEY ARE REQUIRED ON EACH FLOOR LEVEL, IN
EACH BEDROOM AND OUTSIDE EACH SLEEPING AREA IN THE IMMEDIATE VICINITY OF THE BEDROOMS. SMOKE DETECTORS MUST
BE HARDWIRE WITH A BATTERY BACKUP. THE REQUIREMENT FCOR INTERCONNECTION WILL BE DETERMINED BY THE ELECTRICAL
INSPECTOR.

SAMPLE FLOOR PLAN

1/4" = 1'-0"
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ASPHALT/FIBERGLASS SHINGLES

15 LB. SATURATED FELT UNDERLAY

ICE AND WATER 3SHIELD FROM EAVES
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‘=x8° AT 16" O.C. SIDE WALL BLOCKING
2’6" PRESSURE TREATED SILL PLATE
SILL SEALER

Yw'DIAMETER ANCHOR BOLTS SET IN FULLY
GROUTED BLOCK CORES AT &° OL. AND
WITHIN 12" OF THE ENDS OF EACH PLATE

3/4* TaG PLYWOOD SUB FLOOR
/ 2'«8" AT 16" OC. FLOOR JOISTS

CRAWL SPACE

CRAWL SPACE VENTILATION
1 SG. FT. PER 130 SQ. FT.

OF CRAWL SPACE AREA

1 3G, FT. PER 1300 5Q. FT.
WITH YAPOPR BARRIER

'/3 COURSE OF B"x16" CONCRETE BLOCK

FINISH GRADE
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6 MIL VAPOR BARRIER
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12* POURED o
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SAMPLE WALL SECTION

TYPICAL CONSTRUCTION
SCALE: 1/2" = 1"=07
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SETBACK REQUIREMENTS
How Close Can | Build To My Property Line?

The distance between your house and your property line is edftegtback orhese are defined in thendon
Township Zoning Ordinance available athttp:/londontwp.org Section4.101 defines the setbacks for each
residential district. A summary is shown beldfy.ou need further assistangiease contact tHeondon Township
Building Department &f734) 4391984 options 2

Zoning District Front SetbackFt. Side SetbackFt. Rear SetbackFt.
R-1 35 15(1 side)50 Total 50
R-2 25 10 (1 side)25 Total 35

Exceptions may apply to the above setback requirements. Please contact tlo@don Township Building
Department if you have any questions.
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PLOT PLAN REQUIREMENTS
Additions

Three sets of plot plans containing all the information @etdils noted below shall be submitted with the Building
Permit Application See A Sampl el9PlheRlot Alah may be d{awnabyg the Homeowner, Contractor,
Land Surveyor, Engineer or Architect. Special circumstances may require the Plot Béadréavn by a licensed
Engineer, Architect or Land Surveyor. This will be determined during the Plan Review process.

The Plot Plan shall contain the following information:

General
T Builderdés name, address, and telephone number.
1 The North arrow, streetgiht-of-way and street name.
T Pl ot Pl an scale shal/l be between 10 = 2006 and 1c¢c
T The preferred Pl ot Plan size is 8 10 x 140. | f i
240.
1 Temporary soil erosion control measures may be regiiased on a field inspection.
1 Permanent soil erosion control measures may be required for Final Grade approval.
Zoning
1 The location and dimensions of all structures on the lot, including proposed structures and distances from lo
lines and/or existingtgictures shall be indicated.
9 Plot Plans shall have all lot dimensions indicated.
1 The Plot Plan footprint and the construction drawings shall be consistent with each other.

Grading and Drainage

T

The overall subdivision grading shall remaimchanged. Elevations may deviate slightly to accommodate the
construction of the structure.

A minimum of 6 inches of fall away from the structure in the first 10 feet and a minimum of 1% grade for the
remainder of the property are required for drainage.

Existing and proposed drainage patterns shall be indicated on the Plot Plan.

The location of all underground utilities such as electric, gas, phone, water, sewer, etc., shall be indicated o
the Plot Plan.

The maximum slope allowed is 1 foot vertical tedtfhorizontal (33%). All slopes exceeding 1 foot vertical

to 3 feet horizontal will require retaining walls with details of construction. Additional information and details
may be required for retaining walls. This will be determined during the PlanviRpraeess.

For Additions with New or Revised Driveways

)l
il
il

If the road is gravel, the drive approach shall be gravel.
If the road is paved, the drive approach shall be paved.
The width and type of proposed driveway construction shall be indicated Biott@an.
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